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BVE-GD
with opening aid

Material:
•	Frame, cover and gas struts made of 	
	 stainless steel V2A

Features:
•	Odor- and waterproof
•	Cover depth 5 cm
•	Screwed
•	Gas struts as opening aid

Application:
•	 As a cover over installations that need 	
	 to be opened frequently, without
	 particular effort. Particularly
	 recommended over plant in swimming 	
	 pool areas
•	 For indoor swimming pools only use 	
	 stainless steel V4A

Handling:
•	Opening with the included set of lifting 	
	 keys

Load capacity:
•	 125 kN test load EN124
 

Text for invitation to tender: 
You can find them on our homepage 
www.wibatec.ch
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Pro.-No. Clear dimen-
sions of shaft

(in cm)

Outside 
dimensions 

(in cm)

Weight 
empty
(in kg)

Cover 
depth*
(in cm)

Installation 
height 
(in cm)

c x d A x B

BVE-GD-044 40 x 40 53.5 x 55.15 20 5 7.5

BVE-GD-055 50 x 50 63.5 x 65.15 24 5 7.5

BVE-GD-066 60 x 60 73.5 x 73.5 28 5 7.5

BVE-GD-086 80 x 60 93.5 x 75.15 35 5 7.5

BVE-GD-088 80 x 80 93.5 x 95.15 41 5 7.5

BVE-GD-106 100 x 60 113.5 x 75.15 40 5 7.5

BVE-GD-108 100 x 80 113.5 x 95.15 46 5 7.5

BVE-GD-110 100 x 100 113.5 x 113.5 53 5 7.5

Special size possible, by request available in stainless steel V4A
incl. rebar steel

Type BVE-GD

Legende:

1	 Frame
2	 Cover
3	 Seal
4	 Rebar Steel
5	 Allen screw
6	 Plastic cap
7	 Hinge
8	 Gas strut


