Accessory

Pro.-No. Description

Seal

H10 300 For alle types of standard covers (incl. glue)

Gas struts

H10 400 Steel hot-dip galvanised, single-piston

H10 401 Steel hot-dip galvanised, dual-piston

H10 402 Stainless steel V2A, single-piston

H10 403 Stainless steel V2A, dual-piston

Plastic cap

H10 600 For type BV, BVE, BV-F90. BVE-F90, BVS, BVES, BV-GD,
BVE-GD, BV-Thermo, BV-RA, BVE-RA

H10 601 For type BVA, BVA-RA multi, BVA-RA, CLA, CCA, CCA-GD

Pro.-No. Description

Opening set

H10 100 For type BV, BVE, BV-F90, BVS, BVES, BV-GD, BVE-GD
H10 101 For type B

H10 102 For type BVA, BVA-RA, BVA-RA, CLA, CCA, CCA-GD
H10 103 For type BVF, BVEF

H10 104  For type BV-GDZ

H10 105 For type BVH, BVH-GD, BVHS, BVEHS, BVEH, BVHS-GD
H10 106 For type RVA, RVA-RA, BVA-SL, CLA-SL

H10 107 For type RV, RVE, RVE-RA

Allen key

H10 200 BV, BV-F90, BVS, BV-GD, BVT, BV-RA

H10 201 BVE, BVE-F90, BVES, BVE-GD, BVE-RA

H10 203  BVA, BVA-RA multi, BVA-RA, CLA, CCA, CCA-GD

H10 204 BVF

H10 205 BVEF

H10 206 BVH, BVH-GD, BVHS, BVHS-GD

H10 207 RVA, RVA-RA, BVA-SL, CLA-SL

H10 208 RV

H10 209 RVE, RVE-RA
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