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BVA-SL
flat version

Material:
•	Frame and cover sections in aluminium

Features:
•	Odor- and waterproof
•	Cover depth 3.9 cm (middle) /
	 1.4 cm (border)
•	Screwed
•	To lift out of the ground

Application:
•	 Inside buildings where it is important  	
	 to obtain a nice visual effect. Also 	
	 in places where floor finishes may need 	
	 polishing or where particular
	 attention needs to be payes to low 	
	 installation height

Handling:
•	Opening with the included set of lifting 	
	 keys

Load capacity:
•	 15 kN test load EN124
 

Text for invitation to tender: 
You can find them on our homepage 
www.wibatec.ch
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Type BVA-SL

Legende:

1	 Frame
2	 Cover
3	 Seal
4	 Allen screw
5	 Plastic cap
6	 Aluminium honeycomb plate
7	 Die-cast corner
8	 Square nut

Pro.-No. Clear dimen-
sions of shaft

(in cm)

Outside 
dimensions 

(in cm)

Weight 
empty
(in kg)

Cover 
depth*
(in cm)

Installation 
height 
(in cm)

c x d A x B

BVA-SL-022 20 x 20 29 x 29 2 3.9/1.4 5

BVA-SL-033 30 x 30 39 x 39 3 3.9/1.4 5

BVA-SL-044 40 x 40 49 x 49 4 3.9/1.4 5

BVA-SL-045 45 x 45 54 x 54 5 3.9/1.4 5

BVA-SL-055 50 x 50 59 x 59 6 3.9/1.4 5

BVA-SL-064 60 x 40 69 x 49 6 3.9/1.4 5

BVA-SL-066 60 x 60 69 x 69 7 3.9/1.4 5

BVA-SL-0635 63.5 x 63.5 72.5 x 72.5 8 3.9/1.4 5

BVA-SL-077 70 x 70 79 x 79 9 3.9/1.4 5

BVA-SL-086 80 x 60 89 x 69 9 3.9/1.4 5

BVA-SL-088 80 x 80 89 x 89 10 3.9/1.4 5

BVA-SL-106 100 x 60 109 x 69 10 3.9/1.4 5

BVA-SL-108 100 x 80 109 x 89 12 3.9/1.4 5

BVA-SL-110 100 x 100 109 x 109 14 3.9/1.4 5

Special size possible
incl. rebar steel
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